
GERMANA
FLOODLIGHT

2N1.000.C2L

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

PUBLIC RESIDENTIAL

WALL GROUND POST

INDOOR
OUTDOOR

screws made of shockproof resin 
material, UV-rays stabilized, rust and 
corrosion-free. Suitable for wall, ground 

the light emission. Supplied with TÜV 
GX53 

 or provided with 
E27

di lampadine a LED GX53

E27

GERMANA
2N1.000
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GERMANA
FLOODLIGHT

Dimensions and weight 
Height:280 mm 
Width: 180 mm
Weight: 0,45 Kg 

GERMANAGERMANA - COMPONENTS

280

DIFFUSER made of UV-rays stabilized polymethyl-

body.

DIFFUSORE
(PMMA) stabilizzato ai raggi UV da avvitare al cor-

COVER with no visible screws, made of shockproof 
resin material, UV-rays stabilized.

COVER
stabilizzata ai raggi UV.

BODY made of shockproof resin material, UV-rays 
stabilized, provided with silicone rubber gasket to 

CORPO 

2x GX53 LED

Version supplied  complete with TÜV 
2x GX53 LED lamps 

lamp replacement for a very simple maintenance 

GX53
LED 6W 700 Lm

4000 K .G2L

3000 K .G2R

GX53
LED

14W 1600 Lm
4000 K .C2L

3000 K .C2R

20W 2400 Lm
4000 K .D2L

3000 K .D2R

2x 10W
2.400 Lm

50W
SON-HQI

E27

Version supplied  with white resin 
 

available on demand).

E27 
(CFL -LED)

max 160 mm .P27

(CFL -LED)
max 160 mm .PS7

SAVE 60%

POST VERSION

LED LAMPS 

More technical 
details about TÜV 
approved Fumagalli 
LED Lamps on 
page 468.
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GIOVA/GERMANA GERMANA

SUFFIXSUFFIX

* ADD THESE SUFFIXES TO THE REFERENCES 
MENTIONED IN THE CATALOGUE

Moulded Colours: 

Diffuser PC:
Grey WhiteBlack

Frosted (upon request)Opal
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GERMANA
FLOODLIGHT

2N1.612.010.D2L

2N1.613.020.D2L

2N1.000.D2L
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GERMANA
FLOODLIGHT

PINELA 1L PINELA  2L

2N1.613.010.C2L 6W 2N1.613.010.G2R 2N1.613.020.C2L 2x6W 2N1.613.020.G2R

E27 2N1.613.010.P27

E27 with sensor 2N1.613.010.PS7

E27 2N1.613.020.P27

E27 with sensor 2N1.613.020.PS7

2N1.613.010.D2L 14W 2N1.613.010.C2R 2N1.613.020.D2L 2x14W 2N1.613.020.C2R

2N1.613.010.D2L 20W 2N1.613.010.D2R 2N1.613.020.D2L 2x20W 2N1.613.020.D2R

MINIPINELA 1L MINIPINELA 2L

2N1.612.010.G2L 6W 2N1.612.010.G2R 2N1.612.020.G2L 2x6W 2N1.612.020.G2R

E27 2N1.612.010.P27

E27 with sensor 2N1.612.010.PS7

E27 2N1.612.020.P27

E27 with sensor 2N1.612.020.PS7

2N1.612.010.C2L 14W 2N1.612.010.C2R 2N1.612.020.C2L 2x14W 2N1.612.020.C2R

2N1.612.010.D2L 20W 2N1.612.010.D2R 2N1.612.020.D2L 2x20W 2N1.612.020.D2R

Pcs 1
Kg 3,5
mc 0,06

Pcs 1
Kg 4
mc 0,06

Pcs 1
Kg 4
mc 0,097

Pcs 1
Kg 5
mc 0,097

4000K

4000K

4000K

4000K

3000K

3000K

3000K

3000K

Ø240

643

Ø240

643

320 480

943

Ø240

943

Ø240

320 480

GERMANA

Pcs 18
Kg 25
mc 0,198

2N1.000.G2L 6W 2N1.000.G2R

E27 2N1.000.P27

E27 with sensor 2N1.000.PS7

2N1.000.D2L 20W 2N1.000.D2R

2N1.000.C2L 14W 2N1.000.C2R

4000K 3000K

180

280

160

250

GIOVA/GERMANA GERMANA

2x GX53 LED LAMP INCLUDED

- 103 -- 103 -

G
A

RD
EN

FL
O

O
D

LIG
H

T
U

RB
A

N
 C

LA
SS

IC
IN

-G
RO

U
N

D
U

RB
A

N
 M

O
D

ER
N

BU
LK

H
EA

D
H

IG
H

-B
AY

PO
ST

LA
M

PS
BO

LL
A

RD
S

BR
IC

KL
IG

H
T


