
Driver Data Dimmable

Input Rated Voltage AC100-240V/AC100-277V

Frequency 50-60Hz

Rated Wattage 50W

Ingress Protection IP66 Waterproof

System Efficacy Up to 120lm/W±5%

Output Voltage 28.8-48VDC

Output Current 1.05A Constant Current

CCT 4000K

Surface Coating Anti Static/UV Powder Coated

Beam Angle R17601 (Type II)

Driver Meanwell

Luminaire Nett Weight 8.5±0.3kg

Body Aluminium Alloy

LED Chips Nichia SMD

LED Life Projection 50,000 hours

Operating Temp -30 - +50oC

Compliance CIE, EN, IESNA

Warranty 5 Years

Model Voltage Power Power
Factor

Lumen 
(±5%) Beam Angle CCT CRI Lifespan Dimensions

50W AC100-240VAC 50W ≥0.92 6000±5% R17601 (Type II) 4000K ≥70 50000h 763x352x167mm
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The Prelux Saturn Hi-Tower is a Type II Medium LED street light making 
it suitable for main roads (fast speed), collecting roads (medium speed) 
and roundabouts (slow speed). 

The Hi-Tower comes complete with Nichia SMD LED Chips and a 
Meanwell Inventronics driver which contains an integrated surge protection  
device. Hi-Tower has a luminous efficacy of up to 120lm/W. The Hi-Tower’s 
inherent reliability is ensured by rigorous production line inspection and 
testing, and thorough burn-in procedures. 

Prelux LED are so confident in the design, internal parts and build quality of the 
Hi-Tower that the fitting comes with a five year warranty. 

- Type II Medium Lighting: Suitable for fast/medium/slow speed roads
- Complies with CIE, EN and IESNA Standards
- Street Coating: R1, R2, R3, R4
- Mounting Heights: 8 to 12m
- Mast Spacing: up to 50m

Saturn Hi-Tower 50W IP66 LED Street Light 4000K 6000lm

Superior Thermal 
Dissipation 

Product Code: PXTOWER50

Arc Shaped Fins for 
Better Cooling

R17601 Beam Angle
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