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STUDIO LINE

STUDIO LINE - a series of LED luminaires with reliable high-grade LED technology
and perfect metal workmanship. With their velvet black or velvet white metal shields
and three metallic interior colours, they create a graceful and exquisite lighting
atmosphere that is both unique and expressive.

Choose the luminaires in warm copper and brass tones or in a high-contrast
aluminium colour to match or supplement the respective interior.

STUDIO LINE luminaires are suitable for planning assignments in private homes,
shops or hotels and wherever representative, stylish luminaires with efficient

LED technology are requested.

Particularly when illuminated, the metallic interior colours contrast with the exterior
finish to reveal all their beauty. Depending on the interior colour of these luminaires,
the result is light with a neutral or warm colour temperature.

Our products are sold through specialised electrical dealers, specialised luminaire
dealers and the electrical trade. All goods, services and quotes supplied and/or
submitted by BEGA to companies are solely subject to our terms of delivery, which
can be accessed at www.bega.de/en/service/terms-of-delivery

Interior colour in copper

:

Interior colour in brass

:

Interior colour in aluminium









Things to know about our technology

Our luminaires have been setting standards in terms of lighting
technology, design, material quality and workmanship for many
years now. This also applies of course for the LED technology
we use. In the development of our luminaires, therefore, thermo-
management represents a great challenge. Efficiency and service
life are already convincing and still improving. Module output and
shape are variable and can be perfectly adapted to each luminaire.
In addition to using high-grade components, we have also made
design-related changes which contribute to favourable temperature
conditions inside the luminaires. This results in a significant
extension of the LED service life. At the same time, electronic
protective devices help to prevent the individual components

from overheating. Our LED modules are designed for a service

life of at least 50000 operating hours. Depending on the ambient
temperature, however, these values may be significantly higher.

As a matter of conviction we use durable, non-wearing materials
in our optical systems.

We do not use any plastic lenses to deflect light, as their ageing
resistance is doubtful. Instead we prefer durable materials such
as glass, silicone and aluminium.

Replacements for our LED modules

We have given long consideration to this important and central issue.
For many companies, it remains unanswered or becomes lost among

meaningless advertising claims. As a responsible manufacturer
of high-quality and durable products, we have spent many years
researching who accepts the responsibility for replacing the

LED modules in a luminaire. Neither well-established module suppliers
nor conventional lamp manufacturers with dubiousdelivery reliability

have satisfied our understanding of responsibility.

That is why we have been producing our own LED modules for
several years now. With the same quality as the luminaires which
we have been manufacturing for more than 70 years.

We guarantee the availability of replacement modules even
20 years after you purchase an LED luminaire from us.

We have created the technological capabilities for our own
high-performance manufacturing of modules that is unparalleled.
This means that we ourselves are responsible for the quality and
replacement of LED modules in the same way as we reliably
demonstrated in the past for other components.

Today you will find a lamp designation in each of our LED luminaires,
providing exact details of the installed modules. Thanks to the
corresponding designation, we will be able to produce LED modules
to match your BEGA luminaires even many years in the future.

We guarantee the availability of replacement modules even 20 years
after you purchase an LED luminaire from us.

This responsibility for the durable assets we produce is something
we are glad to accept. We thus make sure that a BEGA luminaire
will not become useless because there are no replacements for

the LED modules originally installed.

You can find detailed information about our LED technology on our
website.

All BEGA luminaires are fitted with modules adapted exactly to them,
produced on our own premises.



LED recessed ceiling downlights
for external On/Off or DALI power supply units
Flush-mounting installation

These LED recessed ceiling downlights are designed for flush-
mounting installation in suspended plasterboard ceilings.

They are luminaires with integral reflectors that combine our
economical and reliable LED technology with various metal finishes
for a fascinating effect.

We offer these luminaires with a choice of three interior colours.
You can choose from aluminium, copper or brass to match your
interior decoration.Particularly when illuminated, the metallic interior
colours contrast with the exterior finish to reveal all their beauty.
An on/off power supply unit or optionally a DALI power supply
unit can be connected to the luminaire by means of simple plug
connectors.

External power supply units for operating these luminaires are
accessories and must be ordered separately. For technical data,
see Page 42.

Suitable DALI system components can be found on our website.
The required installation depths are given in the instructions

for use for these luminaires. Please follow them as early as the
planning phase.

If these luminaires are to be integrated into an LCN or Zigbee-
controlled building management system, we recommend our
BEGA Control light control system.

Luminaire housing made of cast aluminium

Ceiling recessed housing made of synthetic material
Trim ring in velvet black or velvet white

Interior colour available with a choice of 3 finishes
Colour rendering index (CRI) >90

These are luminaires which will impress you through a minimum
LED service life of 50000 hours and 20 years’ availability
guarantee for the LED modules.

LED colour temperature: 3000K — article number + K3

The luminaire luminous flux and the luminaire connected wattage
quoted in the table might change as a result of technical progress.
On our website you will find data sheets with information on each
luminaire concerning not only the current values but also the

LED service life.



Interior colour in matt aluminium

External power supply unit

Velvet black Velvet white  LED EEC B A B AC/DC On/off DALI
50684.2 50681.2 9.7W 860Im A** 40° 115 95 v 13143 13168
50685.2 50682.2 13.56W 1200 Im A**+ 40° 130 105 v 13144 13169
50686.2 50683.2 20.0W 1850Im A*+ 45° 175 130 v 13144 13170
Interior colour in matt brass External power supply unit
Velvet black Velvet white  LED EEC B A B AC/DC On/off DALI
50684.4 50681.4 9.7W 820Im A** 40° 115 95 v 13143 13168
50685.4 50682.4 13.5W 1140Im  A*+ 40° 130 105 v 13144 13169
50686.4 50683.4 20.0W 1760Im A*+ 45° 175 130 v 13144 13170
Interior colour in matt copper External power supply unit
Velvet black  Velvet white LED EEC B A B AC/DC On/off DALI
50 684.6 50681.6 9.7W 780Im At*t 40° 115 95 v 13143 13168
50685.6 50682.6 13.5W 1080 Im A*+ 40° 130 105 v 13144 13169
50686.6 50683.6 20.0W 1670Im A*+ 45° 175 130 v 13144 13170

B =half beam angle


https://www.bega.de/en/product/50684.2
https://www.bega.de/en/product/50681.2
https://www.bega.de/en/product/13143
https://www.bega.de/en/product/13168
https://www.bega.de/en/product/50685.2
https://www.bega.de/en/product/50682.2
https://www.bega.de/en/product/13144
https://www.bega.de/en/product/13169
https://www.bega.de/en/product/50686.2
https://www.bega.de/en/product/50683.2
https://www.bega.de/en/product/13144
https://www.bega.de/en/product/13170
https://www.bega.de/en/product/50684.4
https://www.bega.de/en/product/50681.4
https://www.bega.de/en/product/13143
https://www.bega.de/en/product/13168
https://www.bega.de/en/product/50685.4
https://www.bega.de/en/product/50682.4
https://www.bega.de/en/product/13144
https://www.bega.de/en/product/13169
https://www.bega.de/en/product/50686.4
https://www.bega.de/en/product/50683.4
https://www.bega.de/en/product/13144
https://www.bega.de/en/product/13170
https://www.bega.de/en/product/50684.6
https://www.bega.de/en/product/50681.6
https://www.bega.de/en/product/13143
https://www.bega.de/en/product/13168
https://www.bega.de/en/product/50685.6
https://www.bega.de/en/product/50682.6
https://www.bega.de/en/product/13144
https://www.bega.de/en/product/13169
https://www.bega.de/en/product/50686.6
https://www.bega.de/en/product/50683.6
https://www.bega.de/en/product/13144
https://www.bega.de/en/product/13170
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LED recessed ceiling luminaires
complete with external on/off power supply units

Compact luminaires for installation in suspended ceilings. These
luminaires combine our economical and reliable LED technology
with various metallic enamels for a fascinating interplay.

We offer these luminaires with a choice of four interior colours.
You can choose from white, aluminium, copper or brass to match
your interior decoration.

Particularly when illuminated, the metallic interior colours contrast
with the exterior finish to reveal all their beauty.

The required installation depths are given in the instructions for
use for these luminaires. Please follow them as early as the
planning phase.

Luminaire housing - Velvet black or velvet white ceiling trim ring
Interior colour available with a choice of 4 finishes

Colour rendering index (CRI) >90

External on/off power supply unit included

These are luminaires which will impress you through a minimum
LED service life of 50000 hours and 20 years’ availability
guarantee for the LED modules.

LED colour temperature: 3000K — article number + K3

The luminaire luminous flux and the luminaire connected wattage
quoted in the table might change as a result of technical progress.
On our website you will find data sheets with information on each
luminaire concerning not only the current values but also the

LED service life.



- C
- <
B

Interior colour in white

Velvet black Velvet white  LED PSU EEC A B

50576.1 50578.1 10.8W 830Im On/off A*+ 130 80

50577.1 50579.1 21.0W 1720Im On/off A*+ 150 90
Interior colour in matt aluminium

Velvet black  Velvet white  LED PSU EEC A B

50576.2 50578.2 10.8W 735Im On/off A*+ 130 80

50577.2 50579.2 21.0W 1485Im On/off A*+ 150 90
Interior colour in matt brass

Velvet black Velvet white  LED PSU EEC A B

50576.4 50578.4 10.8W 620Im On/off A*+ 130 80

50577.4 50579.4 21.0W 1250Im On/off A*+ 150 90
Interior colour in matt copper

Velvet black  Velvet white  LED PSU EEC A B

50576.6 50578.6 10.8W 580Im On/off A*+ 130 80

50577.6 50579.6 21.0W 1170Im On/off A*+ 150 90
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https://www.bega.de/en/product/50576.1
https://www.bega.de/en/product/50578.1
https://www.bega.de/en/product/50577.1
https://www.bega.de/en/product/50579.1
https://www.bega.de/en/product/50576.2
https://www.bega.de/en/product/50578.2
https://www.bega.de/en/product/50577.2
https://www.bega.de/en/product/50579.2
https://www.bega.de/en/product/50576.4
https://www.bega.de/en/product/50578.4
https://www.bega.de/en/product/50577.4
https://www.bega.de/en/product/50579.4
https://www.bega.de/en/product/50576.6
https://www.bega.de/en/product/50578.6
https://www.bega.de/en/product/50577.6
https://www.bega.de/en/product/50579.6
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Shielded LED recessed ceiling downlights
for external On/Off or DALI power supply units

Small and compact luminaires for installation in suspended
ceilings. These luminaires combine our economical and reliable
LED technology with various metallic enamels for a fascinating
interplay.

We offer these luminaires in six colour combinations to match
your interior — you can choose between a velvet black or velvet
white exterior finish and between aluminium, copper or brass

as the interior colour.

Particularly when illuminated, the metallic interior colours contrast
with the exterior finish to reveal all their beauty. The light directed
downwards from these ceiling luminaires is shielded to the
outside by a luminaire housing with circular layout.

An on/off power supply unit or optionally a DALI power supply
unit can be connected to the luminaire by means of simple plug
connectors.

External power supply units for operating these luminaires are
accessories and must be ordered separately. For technical data,
see Page 42. Suitable DALI system components and the required
installation depths can be found on our website.

Luminaire housing with velvet black or velvet white enamel finish
Reflector made of pure anodised aluminium

Interior colour available with a choice of 3 finishes

Colour rendering index (CRI) >90

These are luminaires which will impress you through a minimum
LED service life of 50000 hours and 20 years’ availability guarantee
for the LED modules.

LED colour temperature: 3000K - article number + K3

The luminaire luminous flux and the luminaire connected wattage
quoted in the table might change as a result of technical progress.
On our website you will find data sheets with information on each
luminaire concerning not only the current values but also the

LED service life.



Interior colour in matt aluminium

- >

External power supply unit

Velvet black  Velvet white  LED EEC B A B C On/off DALI
50249.2 50370.2 8.0W 415Im A*+ 48° 80 48 50 13198 13199
50252.2 50371.2 145W 820Im A** 48° 80 100 50 13144 13169
Interior colour in matt brass External power supply unit
Velvet black ~ Velvet white LED EEC B A B C On/off DALI
50249.4 50370.4 8.0W 395Im A**t 48° 80 48 50 13198 13199
50252.4 50371.4 145W 745Im A+t 48> 80 100 50 13144 13169
Interior colour in matt copper External power supply unit
Velvet black  Velvet white  LED EEC B A B C On/off DALI
50249.6 50370.6 8.0W 380Im A*+*+ 48° 80 48 50 13198 13199
50 252.6 50371.6 145W 675Im A**t 48° 80 100 50 13144 13169

B =half beam angle
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https://www.bega.de/en/product/50249.6
https://www.bega.de/en/product/50370.6
https://www.bega.de/en/product/13198
https://www.bega.de/en/product/13199
https://www.bega.de/en/product/50252.6
https://www.bega.de/en/product/50371.6
https://www.bega.de/en/product/13144
https://www.bega.de/en/product/13169
https://www.bega.de/en/product/50249.4
https://www.bega.de/en/product/50370.4
https://www.bega.de/en/product/13198
https://www.bega.de/en/product/13199
https://www.bega.de/en/product/50252.4
https://www.bega.de/en/product/50371.4
https://www.bega.de/en/product/13144
https://www.bega.de/en/product/13169
https://www.bega.de/en/product/50249.2
https://www.bega.de/en/product/50370.2
https://www.bega.de/en/product/13198
https://www.bega.de/en/product/13199
https://www.bega.de/en/product/50252.2
https://www.bega.de/en/product/50371.2
https://www.bega.de/en/product/13144
https://www.bega.de/en/product/13169
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Shielded LED recessed ceiling downlights
for external On/Off or DALI power supply units

Small and compact luminaires for installation in suspended
ceilings. These luminaires combine our economical and reliable
LED technology with various metallic enamels for a fascinating
interplay.

We offer these luminaires in six colour combinations to match
your interior — you can choose between a velvet black or velvet
white exterior finish and between aluminium, copper or brass

as the interior colour.

Particularly when illuminated, the metallic interior colours contrast
with the exterior finish to reveal all their beauty. The light directed
downwards from these ceiling luminaires is shielded to the outside
by a luminaire housing with square layout.

An on/off power supply unit or optionally a DALI power supply
unit can be connected to the luminaire by means of simple plug
connectors.

External power supply units for operating these luminaires are
accessories and must be ordered separately. For technical data,
see Page 42.

Suitable DALI system components and the required installation
depths can be found on our website.

Luminaire housing with velvet black or velvet white enamel finish
Reflector made of pure anodised aluminium

Interior colour available with a choice of 3 finishes

Colour rendering index (CRI) >90

These are luminaires which will impress you through a minimum
LED service life of 50000 hours and 20 years’ availability
guarantee for the LED modules.

LED colour temperature: 3000K - article number + K3

The luminaire luminous flux and the luminaire connected wattage
quoted in the table might change as a result of technical progress.
On our website you will find data sheets with information on
each luminaire concerning not only the current values but also
the LED service life.



Recessed ceiling luminaires - Interior colour in matt aluminium

External power supply unit

Velvet black  Velvet white  LED EEC B A B C On/off DALI
50250.2 50372.2 8.0W 435Im A** 48° 85x85 48 50 13198 13199
50253.2 50373.2 145W 820Im A*+ 48° 85x85 100 50 13144 13169
Recessed ceiling luminaires - Interior colour in matt brass External power supply unit
Velvet black ~ Velvet white LED EEC B A B C On/off DALI
50250.4 50372.4 8.0W 395Im A*t*t 48° 85x85 48 50 13198 13199
50253.4 50373.4 145W 745Im A*+ 48> 85x85 100 50 13144 13169
Recessed ceiling luminaires - Interior colour in matt copper External power supply unit
Velvet black  Velvet white  LED EEC B A B C On/off DALI
50250.6 50372.6 8.0W 360Im A**+ 48° 85x85 48 50 13198 13199
50253.6 50373.6 145W 675Im Att+ 48> 85x85 100 50 13144 13169

B =half beam angle
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https://www.bega.de/en/product/50250.6
https://www.bega.de/en/product/50372.6
https://www.bega.de/en/product/13198
https://www.bega.de/en/product/13199
https://www.bega.de/en/product/50253.6
https://www.bega.de/en/product/50373.6
https://www.bega.de/en/product/13144
https://www.bega.de/en/product/13169
https://www.bega.de/en/product/50250.4
https://www.bega.de/en/product/50372.4
https://www.bega.de/en/product/13198
https://www.bega.de/en/product/13199
https://www.bega.de/en/product/50253.4
https://www.bega.de/en/product/50373.4
https://www.bega.de/en/product/13144
https://www.bega.de/en/product/13169
https://www.bega.de/en/product/50250.2
https://www.bega.de/en/product/50372.2
https://www.bega.de/en/product/13198
https://www.bega.de/en/product/13199
https://www.bega.de/en/product/50253.2
https://www.bega.de/en/product/50373.2
https://www.bega.de/en/product/13144
https://www.bega.de/en/product/13169

Shielded LED ceiling luminaires

These luminaires combine our economical and reliable LED technology with
various metallic enamels for a fascinating interplay. We offer these luminaires

in six colour combinations to match your interior — you can choose between

a velvet black or velvet white exterior finish and between aluminium, copper

or brass as the interior colour.

Particularly when illuminated, the metallic interior colours contrast with the exterior
finish to reveal all their beauty. The light directed downwards from these ceiling
luminaires is shielded to the outside by a luminaire housing with circular layout.

Metal housing with velvet black or velvet white enamel finish
Interior colour available with a choice of 3 finishes - On/off power supply unit
Colour rendering index (CRI) >90

These are luminaires which will impress you through a minimum LED service life
of 50000 hours and 20 years’ availability guarantee for the LED modules.
LED colour temperature: 3000K - article number + K3

The luminaire luminous flux and the luminaire connected wattage quoted
in the table might change as a result of technical progress.

On our website you will find data sheets with information on each luminaire
concerning not only the current values but also the LED service life.
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Interior colour in matt aluminium

Velvet black  Velvet white LED PSU EEC A B AC/DC

50182.2 50359.2 6.6 W 315Im On/off A*++ 80 115 v

50183.2 50360.2 10.6 W 445Im On/off At+ 100 135 v
Interior colour in matt brass

Velvet black  Velvet white LED PSU EEC A B AC/DC

50182.4 50359.4 6.6 W 310Im On/off At+ 80 115 v

50183.4 50360.4 106 W 405Im On/off A*+ 100 135 v
Interior colour in matt copper

Velvet black  Velvet white LED PSU EEC A B AC/DC

50182.6 50359.6 6.6 W 310Im On/off A*++ 80 115 v

50183.6 50 360.6 10.6 W 365Im On/off At+ 100 135 v

17


https://www.bega.de/en/product/50182.6
https://www.bega.de/en/product/50359.6
https://www.bega.de/en/product/50183.6
https://www.bega.de/en/product/50360.6
https://www.bega.de/en/product/50182.4
https://www.bega.de/en/product/50359.4
https://www.bega.de/en/product/50183.4
https://www.bega.de/en/product/50360.4
https://www.bega.de/en/product/50182.2
https://www.bega.de/en/product/50359.2
https://www.bega.de/en/product/50183.2
https://www.bega.de/en/product/50360.2

Shielded LED ceiling luminaires

These luminaires combine our economical and reliable LED technology with
various metallic enamels for a fascinating interplay. We offer these luminaires

in six colour combinations to match your interior — you can choose between

a velvet black or velvet white exterior finish and between aluminium, copper

or brass as the interior colour.

Particularly when illuminated, the metallic interior colours contrast with the exterior
finish to reveal all their beauty. The light directed downwards from these ceiling
luminaires is shielded to the outside by a luminaire housing with square layout.

Metal housing with velvet black or velvet white enamel finish
Interior colour available with a choice of 3 finishes - On/off power supply unit
Colour rendering index (CRI) >90

These are luminaires which will impress you through a minimum LED service life
of 50000 hours and 20 years’ availability guarantee for the LED modules.
LED colour temperature: 3000K - article number + K3

The luminaire luminous flux and the luminaire connected wattage quoted
in the table might change as a result of technical progress.

On our website you will find data sheets with information on each luminaire
concerning not only the current values but also the LED service life.
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Interior colour in matt aluminium

Velvet black  Velvet white LED PSU EEC A B AC/DC

50184.2 50361.2 6.6 W 290Im On/off A*++ 85 115 v

50185.2 50 362.2 10.6 W 380Im On/off At+ 105 140 v
Interior colour in matt brass

Velvet black  Velvet white LED PSU EEC A B AC/DC

50184.4 50361.4 6.6 W 280Im On/off At+ 85 115 v

50185.4 50362.4 10.6 W 345Im On/off At+ 105 140 v
Interior colour in matt copper

Velvet black  Velvet white LED PSU EEC A B AC/DC

50184.6 50361.6 6.6 W 230Im On/off A*++ 85 115 v

50185.6 50 362.6 10.6 W 315Im On/off At+ 105 140 v
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https://www.bega.de/en/product/50184.6
https://www.bega.de/en/product/50361.6
https://www.bega.de/en/product/50185.6
https://www.bega.de/en/product/50362.6
https://www.bega.de/en/product/50184.4
https://www.bega.de/en/product/50361.4
https://www.bega.de/en/product/50185.4
https://www.bega.de/en/product/50362.4
https://www.bega.de/en/product/50184.2
https://www.bega.de/en/product/50361.2
https://www.bega.de/en/product/50185.2
https://www.bega.de/en/product/50362.2

Shielded LED ceiling luminaires
Downlights

Downlights with reflectors, which combine our economical and reliable

LED technology with various metallic enamels for a fascinating interplay.

We offer these luminaires in six colour combinations to match your interior —

you can choose between a velvet black or velvet white exterior finish and between
aluminium, copper or brass as the interior colour. Particularly when illuminated,
the metallic interior colours contrast with the exterior finish to reveal all their beauty.
The light directed downwards from these downlights is shielded to the outside
by a luminaire housing with cylindrical layout.

Metal housing with velvet black or velvet white enamel finish
Interior colour available with a choice of 3 finishes

Reflector made of pure anodised aluminium

DALI controllable - Colour rendering index (CRI) >90

These are luminaires which will impress you through a minimum LED service life
of 50000 hours and 20 years’ availability guarantee for the LED modules.
LED colour temperature: 3000K — article number + K3

The luminaire luminous flux and the luminaire connected wattage quoted

in the table might change as a result of technical progress.

On our website you will find data sheets with information on each luminaire
concerning not only the current values but also the LED service life.
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Interior colour in matt aluminium

Velvet black  Velvet white LED PSU EEC B A B AC/DC
50674.2 50677.2 9.7W 860Im DALI AT+ 40° 120 115 v
50675.2 50678.2 13.5W 1200 Im DALI A+t 40° 135 125 v
50676.2 50679.2 20.0 W 1850 Im DALI AT+  45° 180 150 v
Interior colour in matt brass
Velvet black  Velvet white LED PSU EEC B A B AC/DC
50674.4 50677.4 9.7W 820Im DALI AT+ 40° 120 115 v
50675.4 50678.4 13.5W 1140 Im DALI A+t 40° 135 125 v
50676.4 50679.4 20.0W 1760 Im DALI AT+ 45° 180 150 v
Interior colour in matt copper
Velvet black ~ Velvet white ~ LED PSU EEC B A B AC/DC
50674.6 50677.6 9.7W 780Im DALI AT+ 40° 120 115 v
50675.6 50678.6 13.5W 1080 Im DALI At+  40° 135 125 v
50676.6 50679.6 20.0W 1670Im DALI AT+ 45° 180 150 v

B =half beam angle
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https://www.bega.de/en/product/50674.6
https://www.bega.de/en/product/50677.6
https://www.bega.de/en/product/50675.6
https://www.bega.de/en/product/50678.6
https://www.bega.de/en/product/50676.6
https://www.bega.de/en/product/50679.6
https://www.bega.de/en/product/50674.4
https://www.bega.de/en/product/50677.4
https://www.bega.de/en/product/50675.4
https://www.bega.de/en/product/50678.4
https://www.bega.de/en/product/50676.4
https://www.bega.de/en/product/50679.4
https://www.bega.de/en/product/50674.2
https://www.bega.de/en/product/50677.2
https://www.bega.de/en/product/50675.2
https://www.bega.de/en/product/50678.2
https://www.bega.de/en/product/50676.2
https://www.bega.de/en/product/50679.2

Shielded LED ceiling luminaires

These luminaires combine our economical and reliable LED technology with
various metallic enamels for a fascinating interplay. We offer these luminaires
in six colour combinations to match your interior — you can choose between
a velvet black or velvet white exterior finish and between aluminium, copper
or brass as the interior colour.

The light from these ceiling luminaires is shielded to the outside. It is directed
downwards by hand-blown three-ply opal glass inside the luminaire housing
to provide a pleasantly soft lighting atmosphere with high visual comfort.
Particularly when illuminated, the coloured lacquered finish on the inside
contrasts with the velvet black or velvet white lacquered exterior finish on the
outside to reveal all its beauty.

Metal housing with velvet black or velvet white enamel finish - Satin matt opal glass
Interior colour available with a choice of 3 finishes

Luminaires with on/off power supply unit or DALI controllable power supply unit
Colour rendering index (CRI) >90

These are luminaires which will impress you through a minimum LED service life
of 50000 hours and 20 years’ availability guarantee for the LED modules.
LED colour temperature: 3000K - article number + K3

The luminaire luminous flux and the luminaire connected wattage quoted
in the table might change as a result of technical progress.

On our website you will find data sheets with information on each luminaire
concerning not only the current values but also the LED service life.
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Internal hand-blown opal glass



Interior colour in matt aluminium

Velvet black  Velvet white LED PSU EEC A B AC/DC
50174.2 50363.2 15.8W 670Im On/off A++ 260 105 -
50175.2 50 364.2 31.0W 1645Im DALI Att 360 120 v
50176.2 50 365.2 48.8 W 2340Im DALI Att 430 145 v
Interior colour in matt brass
Velvet black Velvet white LED PSU EEC A B AC/DC
50174.4 50 363.4 15.8W 630Im On/off A++ 260 105 -
50175.4 50 364.4 31.0W 1605Im DALI A+t 360 120 v
50176.4 50 365.4 48.8 W 2210Im DALI Att 430 145 v
Interior colour in matt copper
Velvet black Velvet white LED PSU EEC A B AC/DC
50174.6 50363.6 15.8W 600Im On/off A++ 260 105 —
50175.6 50 364.6 31.0W 1475Im DALI Att 360 120 (%4
50176.6 50 365.6 48.8 W 2005Im DALI A+t 430 145 v
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https://www.bega.de/en/product/50174.6
https://www.bega.de/en/product/50363.6
https://www.bega.de/en/product/50175.6
https://www.bega.de/en/product/50364.6
https://www.bega.de/en/product/50176.6
https://www.bega.de/en/product/50365.6
https://www.bega.de/en/product/50174.4
https://www.bega.de/en/product/50363.4
https://www.bega.de/en/product/50175.4
https://www.bega.de/en/product/50364.4
https://www.bega.de/en/product/50176.4
https://www.bega.de/en/product/50365.4
https://www.bega.de/en/product/50174.2
https://www.bega.de/en/product/50363.2
https://www.bega.de/en/product/50175.2
https://www.bega.de/en/product/50364.2
https://www.bega.de/en/product/50176.2
https://www.bega.de/en/product/50365.2

LED wall luminaires
Light emission on two sides

These luminaires combine our economical and reliable LED technology
with various metallic enamels for a fascinating interplay.

We offer these luminaires in six colour combinations to match your interior —
you can choose between a velvet black or velvet white exterior finish and
between aluminium, copper or brass as the interior colour.

Particularly when illuminated, the metallic interior colours contrast with the
exterior finish to reveal all their beauty.

Metal housing with velvet black or velvet white enamel finish
Interior colour available with a choice of 3 finishes
BEGA AC module - Colour rendering index (CRI) >80

These are luminaires which will impress you through a minimum LED service life
of 50000 hours and 20 years’ availability guarantee for the LED modules.
LED colour temperature: 3000K — article number + K3

The luminaire luminous flux and the luminaire connected wattage quoted in
the table might change as a result of technical progress. On our website you
will find data sheets with information on each luminaire concerning not only
the current values but also the LED service life.
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Depending on the surface colour on the inside of these luminaires,
the result is light with a neutral or warm colour temperature.
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Interior colour in matt aluminium

Velvet black Velvet white LED PSU EEC A B C

50130.2 50347.2 12W 380Im AC module A*+ 80 210 110

50212.2 50 348.2 16W 595Im AC module A*+ 100 250 130
Interior colour in matt brass

Velvet black Velvet white LED PSU EEC A B ¢}

50130.4 50347.4 12W 300Im AC module A*+ 80 210 110

50212.4 50 348.4 16W 425Im ACmodule A*+ 100 250 130
Interior colour in matt copper

Velvet black Velvet white LED PSU EEC A B C

50130.6 50347.6 12W 270Im AC module A*+ 80 210 110

50212.6 50 348.6 16 W 380Im AC module A**+ 100 250 130

25


https://www.bega.de/en/product/50130.6
https://www.bega.de/en/product/50347.6
https://www.bega.de/en/product/50212.6
https://www.bega.de/en/product/50348.6
https://www.bega.de/en/product/50130.4
https://www.bega.de/en/product/50347.4
https://www.bega.de/en/product/50212.4
https://www.bega.de/en/product/50348.4
https://www.bega.de/en/product/50130.2
https://www.bega.de/en/product/50347.2
https://www.bega.de/en/product/50212.2
https://www.bega.de/en/product/50348.2
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Depending on the surface colour on the inside of these luminaires,
the result is light with a neutral or warm colour temperature.

LED wall luminaires
Light emission on two sides

These luminaires combine our economical and reliable
LED technology with various metallic enamels for a fascinating
interplay.

We offer these luminaires in six colour combinations to match
your interior — you can choose between a velvet black or velvet
white exterior finish and between aluminium, copper or brass

as the interior colour.

Particularly when illuminated, the metallic interior colours contrast
with the exterior finish to reveal all their beauty.

Metal housing with velvet black or velvet white enamel finish
Interior colour available with a choice of 3 finishes
BEGA AC module - Colour rendering index (CRI) >80

These are luminaires which will impress you through a minimum
LED service life of 50000 hours and 20 years’ availability guarantee
for the LED modules.

LED colour temperature: 3000K — article number + K3

The luminaire luminous flux and the luminaire connected wattage
quoted in the table might change as a result of technical progress.
On our website you will find data sheets with information on each
luminaire concerning not only the current values but also the

LED service life.



Interior colour in matt aluminium

Velvet black Velvet white LED PSU EEC A B C

50213.2 50 349.2 12W 370Im ACmodule A*+ 100 180 90

50214.2 50350.2 16W 485Im AC module A*+ 120 220 90
Interior colour in matt brass

Velvet black  Velvet white  LED PSU EEC A B C

50213.4 50 349.4 12W 295Im AC module A*+ 100 180 90

50214.4 50 350.4 16W 480Im ACmodule A*+ 120 220 90
Interior colour in matt copper

Velvet black Velvet white LED PSU EEC A B C

50213.6 50349.6 12W 265Im ACmodule A*+ 100 180 90

50214.6 50 350.6 16 W 430Im AC module A*+ 120 220 90
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https://www.bega.de/en/product/50213.2
https://www.bega.de/en/product/50349.2
https://www.bega.de/en/product/50214.2
https://www.bega.de/en/product/50350.2
https://www.bega.de/en/product/50213.4
https://www.bega.de/en/product/50349.4
https://www.bega.de/en/product/50214.4
https://www.bega.de/en/product/50350.4
https://www.bega.de/en/product/50213.6
https://www.bega.de/en/product/50349.6
https://www.bega.de/en/product/50214.6
https://www.bega.de/en/product/50350.6

Shielded LED pendant luminaires

These luminaires combine our economical and reliable LED technology with various metallic enamels for

a fascinating interplay. We offer these luminaires in six colour combinations to match your interior — you can
choose between a velvet black or velvet white exterior finish and between

aluminium, copper or brass as the interior colour. Particularly when illuminated, the metallic interior colours
contrast with the exterior finish to reveal all their beauty. The light directed downwards from these pendant
luminaires is shielded to the outside by a cylindrical luminaire housing. Part of the light is emitted upwards and
softly highlights the exterior finish of the upper luminaire cylinder.

Metal housing with velvet black or velvet white enamel finish

Interior colour available with a choice of 3 finishes - Canopy and cable pendant in luminaire colour

Special lengths on request - Luminaires with on/off power supply unit or DALI controllable power supply unit
Colour rendering index (CRI) >90

These are luminaires which will impress you through a minimum LED service life of 50000 hours and
20 years’ availability guarantee for the LED modules. LED colour temperature: 3000K — article number + K3

Part of the light is emitted
upwards and softly highlights

of technical progress. On our website you will find data sheets with information on each luminaire concerning the exterior finish of the

The luminaire luminous flux and the luminaire connected wattage quoted in the table might change as a result

. . upper luminaire cylinder.
not only the current values but also the LED service life.
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Canopy and cable pendant
in luminaire colour

Interior colour in matt aluminium

Velvet black ~ Velvet white  LED PSU EEC A B L AC/DC

50586.2 50584.2 179W 880Im On/off A++ 100 330 2000 v

50587.2 50585.2 27.8W 1845Im DALI Att 140 450 2000 v
Interior colour in matt brass

Velvet black ~ Velvet white  LED PSU EEC A B L AC/DC

50586.4 50584.4 17.9W  740Im On/off A++ 100 330 2000 v

50587.4 50585.4 27.8W 1550 Im DALI At+ 140 450 2000 v
Interior colour in matt copper

Velvet black ~ Velvet white  LED PSU EEC A B L AC/DC

50586.6 50584.6 179W 670Im On/off A++ 100 330 2000 v

50587.6 50585.6 27.8 W 1400Im DALI Att 140 450 2000 v
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https://www.bega.de/en/product/50586.6
https://www.bega.de/en/product/50584.6
https://www.bega.de/en/product/50587.6
https://www.bega.de/en/product/50585.6
https://www.bega.de/en/product/50586.4
https://www.bega.de/en/product/50584.4
https://www.bega.de/en/product/50587.4
https://www.bega.de/en/product/50585.4
https://www.bega.de/en/product/50586.2
https://www.bega.de/en/product/50584.2
https://www.bega.de/en/product/50587.2
https://www.bega.de/en/product/50585.2
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Shielded LED pendant luminaires

These luminaires combine our economical and reliable LED technology with various metallic enamels

for a fascinating interplay.

We offer these luminaires in six colour combinations to match your interior — you can choose between

a velvet black or velvet white exterior finish and between

aluminium, copper or brass as the interior colour. Particularly when illuminated, the metallic interior colours
contrast with the exterior finish to reveal all their beauty. The light directed downwards from these pendant
luminaires is shielded to the outside by a cylindrical luminaire housing.

Metal housing with velvet black or velvet white enamel finish
Interior colour available with a choice of 3 finishes - Canopy and cable pendant in luminaire colour
Special lengths on request - On/off power supply unit - Colour rendering index (CRI) >90

These are luminaires which will impress you through a minimum LED service life of 50000 hours and
20 years’ availability guarantee for the LED modules. LED colour temperature: 3000K — article number + K3

The luminaire luminous flux and the luminaire connected wattage quoted in the table might change as
a result of technical progress. On our website you will find data sheets with information on each luminaire
concerning not only the current values but also the LED service life.

30



Canopy and cable pendant
in luminaire colour

Interior colour in matt aluminium
L3 Velvet black Velvet white LED PSU EEC A B L AC/DC
50244.2 50357.2 9.0W 390Im On/off A*+ 80 190 1500 v

50245.2 50358.2 152W 600Im On/off At 100 250 1700 v

Interior colour in matt brass
- Velvet black Velvet white LED PSU EEC A B L AC/DC

50244.4 50357.4 9.0W 355Im On/off A*+ 80 190 1500 v
50245.4 50358.4 152W 400Im On/off At 100 250 1700 (4

Interior colour in matt copper
Velvet black Velvet white LED PSU EEC A B L AC/DC

50244.6 50357.6 9.0W 320Im On/off A+ 80 190 1500 (4
50245.6 50 358.6 152W 385Im On/off At 100 250 1700 v


https://www.bega.de/en/product/50244.2
https://www.bega.de/en/product/50357.2
https://www.bega.de/en/product/50245.2
https://www.bega.de/en/product/50358.2
https://www.bega.de/en/product/50244.4
https://www.bega.de/en/product/50357.4
https://www.bega.de/en/product/50245.4
https://www.bega.de/en/product/50358.4
https://www.bega.de/en/product/50244.6
https://www.bega.de/en/product/50357.6
https://www.bega.de/en/product/50245.6
https://www.bega.de/en/product/50358.6
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Shielded LED pendant luminaires

These luminaires combine our economical and reliable LED technology with various metallic enamels
for a fascinating interplay.

We offer these luminaires in six colour combinations to match your interior — you can choose between
a velvet black or velvet white exterior finish and between

aluminium, copper or brass as the interior colour. Particularly when illuminated, the metallic interior
colours contrast with the exterior finish to reveal all their beauty. The light directed downwards from
these pendant luminaires is shielded to the outside by a cylindrical luminaire housing.

Metal housing with velvet black or velvet white enamel finish
Interior colour available with a choice of 3 finishes - Canopy and cable pendant in luminaire colour
Special lengths on request - On/off power supply unit - Colour rendering index (CRI) >90

These are luminaires which will impress you through a minimum LED service life of 50000 hours
and 20 years’ availability guarantee for the LED modules.
LED colour temperature: 3000K — article number + K3

The luminaire luminous flux and the luminaire connected wattage quoted in the table might change
as a result of technical progress.On our website you will find data sheets with information on each
luminaire concerning not only the current values but also the LED service life.

32



Canopy and cable pendant
in luminaire colour

- >

Interior colour in matt aluminium
Velvet black Velvet white LED PSU EEC A B L AC/DC
50420.2 50422.2 9.0W 420Im On/off A*++ 50 400 2000 v
50421.2 50423.2 124 W 460Im On/off A*++ 60 500 2000 v

Interior colour in matt brass
Velvet black Velvet white LED PSU EEC A B L AC/DC
50420.4 50422.4 9.0W 335Im On/off A*+ 50 400 2000 v
50421.4 50423.4 12.4W 405Im On/off At+ 60 500 2000 v

Interior colour in matt copper
Velvet black Velvet white LED PSU EEC A B L AC/DC
50420.6 50422.6 9.0W 255Im On/off A*++ 50 400 2000 v
50421.6 50423.6 124 W 320Im On/off A*++ 60 500 2000 v
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https://www.bega.de/en/product/50420.4
https://www.bega.de/en/product/50422.4
https://www.bega.de/en/product/50421.4
https://www.bega.de/en/product/50423.4
https://www.bega.de/en/product/50420.6
https://www.bega.de/en/product/50422.6
https://www.bega.de/en/product/50421.6
https://www.bega.de/en/product/50423.6
https://www.bega.de/en/product/50420.2
https://www.bega.de/en/product/50422.2
https://www.bega.de/en/product/50421.2
https://www.bega.de/en/product/50423.2

Shielded LED pendant luminaires

These luminaires combine our economical and reliable LED technology with
various metallic enamels for a fascinating interplay. We offer these luminaires
in six colour combinations to match your interior — you can choose between

a velvet black or velvet white exterior finish and between aluminium, copper

or brass as the interior colour.

Particularly when illuminated, the metallic interior colours contrast with the
exterior finish to reveal all their beauty.

The light from these pendant luminaires is shielded to the outside. It is directed
downwards inside the metal reflector to provide a pleasantly soft lighting
atmosphere with high visual comfort.

Metal housing with velvet black or velvet white enamel finish - Opal glass
Interior colour available with a choice of 3 finishes

Canopy and cable pendant in luminaire colour - Special lengths on request
Luminaires with on/off power supply unit or DALI controllable power supply unit
Colour rendering index (CRI) >90

These are luminaires which will impress you through a minimum LED service life
of 50000 hours and 20 years’ availability guarantee for the LED modules.
LED colour temperature: 3000K — article number + K3

The luminaire luminous flux and the luminaire connected wattage quoted
in the table might change as a result of technical progress.

On our website you will find data sheets with information on each luminaire
concerning not only the current values but also the LED service life.
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Canopy and cable pendant
in luminaire colour

-

Interior colour in matt aluminium
Velvet black Velvet white LED PSU EEC A B L AC/DC
56614.2 50354.2 11.4W 520Im On/off A*+ 145 170 1500 v
56615.2 50355.2 15.5W 910Im DALI At+ 200 225 2000 v
56616.2 50 356.2 21.6 W 1250 Im  DALI A+t 255 290 3000 v

Interior colour in matt brass
Velvet black Velvet white LED PSU EEC A B L AC/DC
56614.4 50 354.4 11.4W 390Im On/off A**+ 145 170 1500 v
56615.4 50355.4 15.5W 755Im DALI A+t 200 225 2000 v
56616.4 50356.4 21.6 W 1005 Im  DALI At+ 255 290 3000 v

Interior colour in matt copper
Velvet black Velvet white LED PSU EEC A B L AC/DC
56614.6 50354.6 11.4W 365Im On/off A** 145 170 1500 v
56615.6 50355.6 15.5W 635Im DALI At+ 200 225 2000 v
56616.6 50 356.6 21.6 W 770 Im DALI At+ 255 290 3000 v
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https://www.bega.de/en/product/56614.2
https://www.bega.de/en/product/50354.2
https://www.bega.de/en/product/56615.2
https://www.bega.de/en/product/50355.2
https://www.bega.de/en/product/56616.2
https://www.bega.de/en/product/50356.2
https://www.bega.de/en/product/56614.6
https://www.bega.de/en/product/50354.6
https://www.bega.de/en/product/56615.6
https://www.bega.de/en/product/50355.6
https://www.bega.de/en/product/56616.6
https://www.bega.de/en/product/50356.6
https://www.bega.de/en/product/56614.4
https://www.bega.de/en/product/50354.4
https://www.bega.de/en/product/56615.4
https://www.bega.de/en/product/50355.4
https://www.bega.de/en/product/56616.4
https://www.bega.de/en/product/50356.4

Shielded LED pendant luminaires

These luminaires combine our economical and reliable LED technology with
various metallic enamels for a fascinating interplay. We offer these luminaires
in six colour combinations to match your interior — you can choose between

a velvet black or velvet white exterior finish and between aluminium, copper

or brass as the interior colour.

Particularly when illuminated, the metallic interior colours contrast with the
exterior finish to reveal all their beauty.

The light from these pendant luminaires is shielded to the outside. It is directed
downwards inside the luminaire housing to provide a pleasantly soft lighting
atmosphere with high visual comfort.

Metal housing with velvet black or velvet white enamel finish

White synthetic cover - Interior colour available with a choice of 3 finishes
Canopy and cable pendant in luminaire colour - Special lengths on request
Luminaires with on/off power supply unit or DALI controllable power supply unit
Colour rendering index (CRI) >90

These are luminaires which will impress you through a minimum LED service life
of 50000 hours and 20 years’ availability guarantee for the LED modules.
LED colour temperature: 3000K - article number + K3

The luminaire luminous flux and the luminaire connected wattage quoted
in the table might change as a result of technical progress.

On our website you will find data sheets with information on each luminaire
concerning not only the current values but also the LED service life.
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Canopy and cable pendant
in luminaire colour

Interior colour in matt aluminium

Velvet black  Velvet white LED PSU EEC A B L AC/DC
50501.2 50547.2 16.0W 710Im On/off  A++ 350 175 2000 -
50502.2 50548.2 31.0W 1650 Im DALI A+t 450 225 2000 v
50503.2 50549.2 48.0 W 2620Im DALI A+t 600 300 2000 v
Interior colour in matt brass
Velvet black  Velvet white LED PSU EEC A B L AC/DC
50501.4 50547.4 16W 650 Im  On/off  A++ 350 175 2000 —
50502.4 50548.4 31.0W 1425Im DALI A++ 450 225 2000 v
50503.4 50549.4 48.0 W 2410Im DALI At+ 600 300 2000 v
Interior colour in matt copper
Velvet black  Velvet white LED PSU EEC A B L AC/DC
50501.6 50547.6 16.0W 560Im On/off A++ 350 175 2000 —
50502.6 50548.6 31.0W 1235Im DALI At+ 450 225 2000 v
50503.6 50549.6 48.0 W 2080 Im DALI At+ 600 300 2000 v
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https://www.bega.de/en/product/50501.2
https://www.bega.de/en/product/50547.2
https://www.bega.de/en/product/50502.2
https://www.bega.de/en/product/50548.2
https://www.bega.de/en/product/50503.2
https://www.bega.de/en/product/50549.2
https://www.bega.de/en/product/50501.4
https://www.bega.de/en/product/50547.4
https://www.bega.de/en/product/50502.4
https://www.bega.de/en/product/50548.4
https://www.bega.de/en/product/50503.4
https://www.bega.de/en/product/50549.4
https://www.bega.de/en/product/50501.6
https://www.bega.de/en/product/50547.6
https://www.bega.de/en/product/50502.6
https://www.bega.de/en/product/50548.6
https://www.bega.de/en/product/50503.6
https://www.bega.de/en/product/50549.6
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Shielded LED pendant luminaires

These luminaires combine our economical and reliable

LED technology with various metallic enamels for a fascinating
interplay.

We offer these luminaires in six colour combinations to match
your interior — you can choose between a velvet black or velvet
white exterior finish and between aluminium, copper or brass

as the interior colour.

Particularly when illuminated, the metallic interior colours contrast
with the exterior finish to reveal all their beauty.

The light from these pendant luminaires is shielded to the outside.
It is directed downwards inside the luminaire housing to provide
a pleasantly soft lighting atmosphere with high visual comfort.

Metal housing with velvet black or velvet white enamel finish
white synthetic cover

Interior colour available with a choice of 3 finishes

Canopy, cable pendant and rod suspension in luminaire colour
Special lengths on request

Luminaires with on/off power supply unit or DALI controllable
power supply unit

Colour rendering index (CRI) >90

These are luminaires which will impress you through a minimum
LED service life of 50000 hours and 20 years’ availability
guarantee for the LED modules.LED colour temperature:
3000K - article number + K3

The luminaire luminous flux and the luminaire connected wattage
quoted in the table might change as a result of technical progress.
On our website you will find data sheets with information on each
luminaire concerning not only the current values but also the

LED service life.



Canopy, cable pendant and rod
suspension in luminaire colour

Interior colour in matt aluminium

Velvet black Velvet white LED PSU EEC A B L
50246.2 50351.2 16.0W 690 Im On/off A*+ 260 105 1750
50247.2 50352.2 31.0 W 1640 Im  DALI A+t 360 120 2000
50248.2 50353.2 48.5 W 2525 Im  DALI At+ 430 145 2000
Interior colour in matt brass
Velvet black Velvet white LED PSU EEC A B L
50246.4 50351.4 16.0W 630Im On/off A*+ 260 105 1750
50247.4 50352.4 31.0W 1510 Im  DALI A+t 360 120 2000
50248.4 50353.4 48.5W 2210Im  DALI At+ 430 145 2000
Interior colour in matt copper
Velvet black Velvet white LED PSU EEC A B L
50246.6 50351.6 16.0W 570Im On/off A*+ 260 105 1750
50247.6 50 352.6 31.0 W 1310Im DALI At+ 360 120 2000
50248.6 50 353.6 48.5 W 2005 Im  DALI A+t 430 145 2000
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https://www.bega.de/en/product/50246.2
https://www.bega.de/en/product/50351.2
https://www.bega.de/en/product/50247.2
https://www.bega.de/en/product/50352.2
https://www.bega.de/en/product/50248.2
https://www.bega.de/en/product/50353.2
https://www.bega.de/en/product/50246.4
https://www.bega.de/en/product/50351.4
https://www.bega.de/en/product/50247.4
https://www.bega.de/en/product/50352.4
https://www.bega.de/en/product/50248.4
https://www.bega.de/en/product/50353.4
https://www.bega.de/en/product/50246.6
https://www.bega.de/en/product/50351.6
https://www.bega.de/en/product/50247.6
https://www.bega.de/en/product/50352.6
https://www.bega.de/en/product/50248.6
https://www.bega.de/en/product/50353.6
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Shielded LED large-area pendant luminaires

Large-area LED pendant luminaires with unusually high light
output. These luminaires combine our economical and reliable
LED technology with various metallic enamels for a fascinating
interplay. We offer these luminaires in six colour combinations
to match your interior — you can choose between a velvet black
or velvet white exterior finish and between aluminium, copper or
brass as the interior colour. Particularly when illuminated,

the metallic interior colours contrast with the exterior finish

to reveal all their beauty.

The luminaires are DALI controllable and available optionally
with fixed or variable colour temperature (tunable white).

Tunable white luminaires can be controlled using a DALI colour
light control (DT 8, TW). We recommend our BEGA Control system
for this purpose. Technical data of the DALI system components
can be found on our website.

By adjusting the colour temperature you can adapt the illumination
perfectly to your lighting requirements or to the required mood.
Colour temperatures of between 2700 and 6500K can be
selected, perfectly covering the colour temperature range that

is felt to be ideal.

Metal housing - Velvet black or velvet white enamel finish
Interior colour available with a choice of 3 finishes
White synthetic cover

4 steel wires - Transparent connecting cable

Special lengths on request - DALI controllable

Colour rendering index (CRI) >90

These are luminaires which will impress you through the choice
of colour temperature, a minimum LED service life of 50000 hours
and 20 years’ availability guarantee for the LED modules.

LED colour temperature:

3000K — article number + K3 or

4000K — article number + K4

LED colour temperature tunable white luminaires adjustable
from 2700K to 6500K

The luminaire luminous flux and the luminaire connected wattage
quoted in the table might change as a result of technical progress.
On our website you will find data sheets with information on each
luminaire concerning not only the current values but also the
LED service life and the luminous flux in relation to the respective
colour temperature.



Interior colour in matt aluminium

Velvet black Velvet white LED EEC A B L AC/DC
50274.2 50 366.2 102 W 10990 Im DALI controllable  A*+ 1000 200 4000 v
50275.2 50367.2 140 W 15820 Im DALI controllable  A** 1300 200 4000 v
50276.2 50368.2 114 W 11565Im DALI DT 8 tunablewhite A*+ 1000 200 4000 v
50277.2 50 369.2 144 W 14005 Im DALI DT 8 tunablewhite A** 1300 200 4000 v
Interior colour in matt brass
Velvet black Velvet white LED EEC A B L AC/DC
50274.4 50 366.4 102W 10770 Im DALI controllable  A*+ 1000 200 4000 v
50275.4 50367.4 140 W 15510 1Im DALI controllable  A+**+ 1300 200 4000 v
50276.4 50 368.4 114 W 11380 Im DALI DT 8 tunablewhite A** 1000 200 4000 v
50277.4 50 369.4 144 W 13730 Im DALI DT 8 tunablewhite A+** 1300 200 4000 v
Interior colour in matt copper
Velvet black Velvet white LED EEC A B L AC/DC
50274.6 50 366.6 102 W 10470 Im DALI controllable  A** 1000 200 4000 v
50275.6 50367.6 140 W 14890 Im DALI controllable  A*+ 1300 200 4000 v
50276.6 50 368.6 114W 110151Im DALI DT 8 tunablewhite A** 1000 200 4000 v
50277.6 50 369.6 144 W 13180 Im DALI DT 8 tunablewhite A*+ 1300 200 4000 v
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https://www.bega.de/en/product/50274.4
https://www.bega.de/en/product/50366.4
https://www.bega.de/en/product/50275.4
https://www.bega.de/en/product/50367.4
https://www.bega.de/en/product/50276.4
https://www.bega.de/en/product/50368.4
https://www.bega.de/en/product/50277.4
https://www.bega.de/en/product/50369.4
https://www.bega.de/en/product/50274.6
https://www.bega.de/en/product/50366.6
https://www.bega.de/en/product/50275.6
https://www.bega.de/en/product/50367.6
https://www.bega.de/en/product/50276.6
https://www.bega.de/en/product/50368.6
https://www.bega.de/en/product/50277.6
https://www.bega.de/en/product/50369.6
https://www.bega.de/en/product/50274.2
https://www.bega.de/en/product/50366.2
https://www.bega.de/en/product/50275.2
https://www.bega.de/en/product/50367.2
https://www.bega.de/en/product/50276.2
https://www.bega.de/en/product/50368.2
https://www.bega.de/en/product/50277.2
https://www.bega.de/en/product/50369.2
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On/off or DALI power supply units for LED recessed ceiling luminaires - STUDIO LINE

Input voltage: 220-240V - 0/50-60 Hz
Protection class IP20

External power supply unit - On/off
Current Output A B H
13198 Power supply unit - on/off 180 mA Max. 7.4W 34 115 19
13143 Power supply unit - on/off 250 mA Max. 13.0 W 53 119 22
13144 Power supply unit - on/off 350 mA Max. 19.0 W 53 119 22
External power supply unit - DALI
Current Output A B H
13199 Power supply unit - DALI 180 mA Max. 9.5 W 53 119 22
13168 Power supply unit - DALI 250 mA Max. 10.0 W 53 119 22
13169 Power supply unit - DALI 350 mA Max. 15.0 W 53 119 22
13170 Power supply unit - DALl 350 mA Max. 19.0 W 70 140 30


https://www.bega.de/en/product/13199
https://www.bega.de/en/product/13168
https://www.bega.de/en/product/13169
https://www.bega.de/en/product/13170
https://www.bega.de/en/product/13198
https://www.bega.de/en/product/13143
https://www.bega.de/en/product/13144

BEGA

Imprint

Published by: BEGA, Menden
Printed by: ~ Meinders & Elstermann, Belm
Lithography: RGI, Dortmund

Concept, design and photography are the joint work of our
company’s designers.

For images made available to us, we wish to thank:

Hochfarbe, Schwerte

Markus Otto - morender, Arnsberg
sooii, Wuppertal

BEGA Gantenbrink-Leuchten KG
PO Box 3160 - 58689 Menden
Hennenbusch - 58708 Menden
Germany

Phone +49 2373 966-0
Fax  +49 2373 966-260
www.bega.com - exporte@bega.com

Subject to changes in technology and versions.
Colour deviations for technical printing reasons are possible.

© BEGA - 2018




BEGA



	Table of contents
	STUDIO LINE
	Things to know about our technology · Replacements for our LED modules
	Recessed ceiling luminaires
	Ceiling luminaires
	Wall luminaires
	Pendant luminaires
	Power supply units



