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Features & Applications
•	 Drivers available (order separately) 
•	 3M Self Adhesive Backing
•	 Trimmable every 7 LEDs
•	 Extremely Flexible

Options Available

35W Driver Code TR35W

60W Driver Code TR60W

100W Driver Code TR100W

200W Driver Code TR200W 

8mm Live End (No Cable) STRIPCON7

8mm Strip to Strip Connector STRIPCON8

Aluminium Profiles

Type C 45o Angled Corner LL10003420

Milky (Opaque) Diffuser LL11201120

Mounting Clip LL13004300

End Caps with Holes LL12004400

End Caps without Holes LL12004401

Type Inselida Recessed LL10022420

Milky (Opaque) Diffuser LL11207120

Mounting Spring LL14500100

End Caps with Holes LL12097500

Type Y Surface/Suspended LL10009420

Milky (Opaque) Diffuser LL11201120

Mounting Clip LL13008300

End Caps with Holes LL12009400

End Caps without Holes LL12009401

Dimensions	 500*8*2mm
Wattage	 9.8W/m
Weight	 -
Material	 FPC+LED
Colour/Finish	 White PCB 
IK Rating	 -
Voltage/Frequency	 24V
Luminous Flux	 880Lm/m
Luminous Efficacy	 91Lm/W 
Color Rendering Index	 90
CCT Colour Temp	 3000K
SDCM Colour Consistency	 ≤6
UGR Unified Glare Rating	 -
LEDs	 2216 SMD
Light Control	 -
Beam Angle	 120o

Adjustable	 N/A
Chip	 REFOND
IP Rating	 IP20
L70B50(hrs)	 36,000h
Warranty	 3 years

9.8W
Per/m

IP20 LED 240V


