
1 2 3 4 5 6 7 8

A

B

C

D

E

F

A

B

C

D

E

F

部门

设计

签  名 尺寸公差  (mm)

物料名称

图号

物料代码

角法

苏州晶台光电有限公司
±2
±1

>300
0~300

材料

重量

单位

比例

g

mm

1:1

罗志辉
说明书

JT-KB011038

备注：
1.印刷： LED Troffer
2.尺寸： 285*210mm,双面黑白印刷
3.材质： 80g双胶纸
4.符合ROHS

Installation

Safety Information

LED TROFFER
User  Manual

Size

Included Parts

     L X W X H(mm)MODEL

  PXECO66TR 595 X 595 X 50 mm
All the pictures are just for reference
and we have the final explanation rights

LED Troffer x1
Instruction manual x1

Common Failures &Solutions

Common Failures

Light is out   Ensure the lamp is well connected.
nsure the switch is turned on.

Flashing nsure the Voltage is stable.
nsure the dimmer is compatible. 

Solutions

L

W H

IP20

1

3

2

4

1.Remove the drywall from the ceiling

Notes

1.Indoor lighting only.

2.Before installation, ensure the LED panel is not damaged.

3.Don’t stare at the LED luminous surface for long time.

4.Keep away from children, and ensure working electrical apparatus inaccessible to them.

5.No packages accessible to children, because they might be choked for playing, or eating

   the small accessories.

6.No covering, be away from fire or high-temperature substance.

7.Manufacturer reserves the right to offer no replacement or warranty to the led panels

   dissembled or repaired by users themselves.

8.Cut off power before cleaning the panels with dry cloth, use no chemical or corrosive

   substance.

9.Cut off power before installation.

10.The light source of this luminaire is not replaceable; when the light source reaches its

     end of life the whole luminaire shall be replaced.

3.Wiring, install the driver

2.Fix the fixture into the ceiling board

4.Reinstall the drywall into the ceiling
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