LED High Bay

Installation Instructions A
WARNING

e Turn off power supply before installation or before doing any maintenance work.

e If the external flexible cable or cord of this luminaire is damaged, it shall be exclusively
replaced by the manufacturer or his service agent or a similar qualified person in order to
avoid a hazard. It is necessary to install a surge protection device in distribution box to
extend luminaire lifespan.

e Turn on the luminaire after it is well grounded.

e Clean the luminaire regularly if using it in heavy dust or oil gas area.

e Microwave sensor should keep away from large areas of metal and glass reflectors.
e PIR sensor should keep away from high temperature environments.

e The light source contained in this luminaire shall only be replaced by the manufacturer
or his service agent or a similar qualified person.

Caution risk of electric shock A

e Turn off the power supply before adjusting the DIP switch.

Do not use metal tool to adjust DIP switch, and adjust the switch gently.
Indoor use only.

e Terminal block not included. Installation must be performed by a qualified person.

Installation

Loop Mounting

A Make sure the screws are tightened
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Function (please refer to actual model)

CCT & Power Selectable Sensor
Warning: please power off the luminaire before adjusting DIP switch.
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AC cords
L  brown | black
DIM cords
N blue | white . o
Note: color for dim cords subject to Warning! Do not wire dim
@ yellow/green |  green the cable label on luminaire cord to high voltage, or dim
function will fail.




