READTHISFIRST:

Check the pack and make sure you have all of the
parts listed on the front of this booklet. If not,
contact the outlet where you bought this product.

This light fitting must be installed by a competent
person in accordance with the Building and IEE
Wiring Regulations.

As the buyer, installer and/or user of this product it
is your own responsibility to ensure that this fitting
is fit for the purpose for which you have intended it.
Prelux LED cannot accept any liability for loss,
damage or premature failure resulting from
inappropriate use.

This product is designed and constructed according
to the principles of the appropriate European
Standard and is intended for normal domestic
service. Use of this fitting in any other environments
for example; where prolonged periods of use or
higher than normal ambient temperatures, may
result in a shortened working life.

Switch off the mains before commencing installation
and remove the appropriate circuit fuse or lock off
MCB.

This unit is suitable for outdoor use.

LED LAMP/SPECIEICATIONS:

Lumens total flux 3240 Im
Rated Wattage 16W/20W/24W
Rated luminous flux 3240 Im

Nominal life time of the lamp 50,000 hrs

PRELUX

Colour temperature 2700K/3000K/4000K/6000K
Number of switching cycles

before premature lamp =15,000
failure

Warm-up time up to 60 % of
the full light output

Instant full light

Dimmable

No

LED array dimensions (W/H) 228.5x 135mm

PHOTOCELL VERSION:

Do notinstall under eaves or in a location of frequent
shadow that will prevent the light from switching off
when required. Do not install near other sources of
bright light that will prevent the light from switching
on when the ambient light level falls.

This product is suitable for installation on surfaces
with normal flammability e.g. wood, plasterboard,
and masonry. It is not suitable for use on highly
flammable surfaces.

Before making fixing hole(s), check that there are no
obstructions hidden beneath the mounting surface
such as pipes or cables.

The chosen location of your new fitting should allow
for the product to be securely mounted and safely
connected to the mains supply (lighting circuit).

When making connections ensure; that the terminals
are tightened securely and that no strands of wire
protrude. Check that the terminals are tightened
onto the bared conductors and not onto any
insulation. Wrap loose terminal blocks well with
insulating tape.

IMPORTANT: you are advised at every stage of
your installation to double-check any electrical
connections you have made. After you have
completed your installation there are electrical tests
that should be carried out: these tests are specified
in the Wiring Regulations (BS7671) referred to in the
Building Regulations.

Nominal beam angle 90°
Rated power 16W/20W/24W
Rated lamp lifetime 50,000 hrs
Lamp power factor >0.9
Lumen maintenance factor at
end of nominal life Gty
Starting time <0.1s
Colour rendering >80
SDCM <6
Rated peak intensity 720cd
Rated beam angle 90°
Voltage 220/240V
Extra Function Option Photocell
Not suitable for accent lighting

Power: 24W/20W/16W
4CCT:2700/3000/4000/6000K

Model: PXVIPERV2 PXVIPERPCV2
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