Genoa 18W/24W CCT Datasheet
3000K/4000K/5700K Multi Watt LED Downlight

PXG1824CCT

ce &

Multi
Watt

IP54 LED

240V

PRELUX

Wattage &
Colour
Temperature
Selectable

Dimensions
Weight

Material
Colour/Finish

IK Rating
Voltage/Frequency

Luminous Flux

Luminous Efficacy

Color Rendering Index
Colour Temperature
SDCM Colour Consistency
UGR Unified Glare Rating
LEDs

Light Control

Beam Angle

Adjustable

Chip

IP Rating

Maintained Luminous Flux
Warranty
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2200*111Tmm, Cutout 2180mm
0.46kg

Aluminum+PC

White

IK02

AC220-240V/50-60Hz

18W: 1636Lm/1691Lm/1574Lm
24W: 2153Lm/2253Lm/2100Lm
87.5-93.87Lm/W

>80

3000K/4000K/5700K Selectable
<6

UGR<19

SMD 2835

On/Off

80°

N/A

Runlite

IP54

75,000h (L80B10)

5 years
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Features & Applications

 Wattage Selectable

+ Colour Temperature Selectable

(3000K/4000K/5700K)
+ 80° Beam Angle
+ 75,000h Lifetime (L80B10)
« CRI 280
+ UGR<19

Options Available

DALI

On Request

Emergency Kit

PXEMPACK
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