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Stella II CCT LED Panel
25W 4000Lm 3000K/4000K/5700K Selectable
PXSTELLA

Features & Applications

• Colour Temperature Selectable 3000K/4000K/5700K
• Replaceable Light Source
• Highly Efficient 160Lm/W

Replaceable 
Light Source

IP5025W LED 240V

Options Available
DALI Driver PXDADRY42W
Emergency Kit PXEMPACK
Plasterboard Kit PXECOREC66

Dimensions (mm)	 595x595x37mm
Weight (Kg)	 2.8Kg
Material	 Aluminium, PCB & PC Diffuser
Wattage	 25W
Colour/Finish	 White
IK Rating	 IK06
Voltage/Frequency	 220-240V 50/60Hz
Luminous Flux	 4000Lm
Luminous Efficacy	 160Lm/W
Color Rendering Index	 ≥80
CCT Colour Temp	 3000K/4000K/5700K
SDCM Colour Consistency	 ≤5
UGR Unified Glare Rating	 ≤16
LEDs	 SMD 2835 84Pcs
Light Control	 On/Off
Beam Angle	 80°
Adjustable	 No
Chip	 Jufei
IP Rating	 IP50
Maintained Luminous Flux 	 60,000h (L80B10)
Warranty	 5 Years


