SAFETY WARNING

* The installation should be carried out by a qualified electrician in compliance with the current edition

of the IEE Wiring Regulations.

Prior to installation carry out the necessary risk assessment considering the people who could be at
risk, the level of risk and the precautions required to control the risk.

Ensure that the circuit supply is isolated either by the circuit supply fuse being removed or the
applicable circuit breaker being turned off before installation or any maintenance.

Check the total load on the circuit including the luminaire does not exceed the rating of the circuit
cable, fuse or circuit breaker.

If the fitting incorporates control gear, ensure careful sizing to avoid instances of nuisance tripping of
the protective device used in the installation.

* Follow the provided installation instructions, using the fixings supplied or recommended.

INSTALLATION INSTRUCTIONS

1.

2.
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Ensure the mains supply is switched off before commencing
any work.
Connect wires from the mains supply to the LED Driver.

Note: Brown = L, Blue = N. Terminate the Earth from the
supply safely.

. Connect the LED Panel to the LED Driver with the male /

female connectors provided.

. It is recommended that the LED Driver is placed on a

ceiling tile next to the void.

. Now fit the LED Panel into the ceiling grid and let it rest in

position.

. Do not cover the LED Panel with insulation - allow a space of

100mm around the panel for free air movement.

. Do not use the LED Driver supplied to power any other fitting

or device other than the LED Panel supplied.
Reconnect the mains supply.

INSTALLATION DIAGRAMS

1.

3.

Remove the ceiling tile or existing light fitting, ensure the
power has been disconnected.

Fit the LED Panel Light into the ceiling grid.
position.

MAINTENANCE
* When this fitting comes to the end of it’s life or you choose

to replace it, please do not dispose of it with your normal
household waste. Please recycle where the facilities exist,
check with your local authority or retailer for suitable
options.

2. Connect the wires from the mains supply to the LED Driver.

4. Reconnect the mains supply once the LED Panel is securely in
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