
备注：
1.印刷：直下式欧规说明书3060,6060,30120,60120,BLD
2.尺寸：285*210mm,双面黑白印刷
3.材质：80g双铜纸
4.符合ROHS

BACKLIT LED PANEL
User  Manual

Item List

LED PANEL LIGHT Driver

L x W x H (mm)SIZE

E u r o p e a n  S i z e

600X600

300X1200

600X1200

300X600

L x W x H (Inch)

595 X 595 X 26 mm 23.43 X 23.43 X 1.02"

295 X1195 X 26 mm 11.62 X 47.05 X 1.02"

595 X 1195 X 26 mm 23.43 X 47.05 X 1.02"

295 X 595 X 26 mm 11.62 X 23.43 X 1.02"
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Troubleshooting

Common Issues

Light is out ① Ensure the lamp is well connected.

② Ensure the switch is turned on.

Light is flashing ① Ensure the voltage is stable.

② Ensure the dimmer is compatible.

Solutions

Size

1. Put the frame into the recess. 2. Fix the frame onto 
the recess.

3. Insert the panel into the recessed 
mounted frame.

Mounted Frame

1.Indoor lighting only.

2.Before installation, ensure the LED panel is not damaged.

3.Do not stare at the LED luminous surface.

4.Keep away from children.

5.Do not cover, keep away from fire and high-temperature environments.

6.The product warranty will be voided in the event of incorrect usage, abuse, accidents, alterations, or improper 
installation.

7.Disconnect the power before cleaning the panels with a dry cloth, do not use chemicals or corrosive substances.

8.Disconnect the power before installation.

10.The external flexible power cord of the panel light cannot be replaced; if the cord is damaged,
the entire luminaire must be replaced.

9. The light source of this luminaire is not replaceable; when the light source reaches its end of life the whole
      luminaire must be replaced.

Notes
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签  名 尺寸公差  (mm)

物料名称

图号

物料代码

角法

苏州晶台光电有限公司
±2
±1

>300
0~300

材料

重量

单位

比例

g

mm

1:1

罗志辉
背发光说明书

JT-TH014425

Recessed 1 3

1. Remove the plasterboard from the ceiling. 2. Fix the panel into ceiling. 3. Installation completed.

2

NB: Disconnect power before installation.

Suspended

Installation

Panel connection diagram

Connection

1. Connect the driver to the panel.

1. Assemble the frame using the 
plastic corner connectors.

3. Then reconnect the power (L-L ; N-N).

L
N

L
N

NB: Disconnect power before installation.

Wiring

2. Insert connector and rotate it in the direction
indicated by the arrow until it is locked, 
then installation is complete.

2. Fix the frame to the ceiling with 
the screws and expansion bolts.

4. Slide the LED panel into the frame.3. Remove one piece of the frame. 5. Reinstall the frame, installation is 
now complete.
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